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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK P HOTO S 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 


As rescanning documents will not correct images, 
please do not report the images to the * 
Image Problem Mailbox. 
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ATLASJT, the simple and cost effective... 



Made in the USA. 


Introducing the lightest truck-trailer 
Army Caddy in the marketplace. Weighs 
onjy 45 pounds, built to last with steel. 
Equipped with 10" pneumatic wheels. 

/ The Express Drum Caddy requires no 
adjusting handles or levers and "floats" easily 
into position as you raise or lower the grip- 
per arms. The Caddy can install or remove 
i 


15" and 16 V2" brake drums with little to no 
effort. 

The Caddy works for Class 7 and 8 
tractors or trailers, operates equally well for 
removal and installation of brake drums 

The Caddy is light and simple. Effec- 
tively eliminates back injuries caused from 
lifting and handling heavy brake drums. 



The connecting chain on the The brake drum "floats" in the gripper 

Caddy's handle allows brake drums arms. A simple up or doum motion fits the 
to lift easily for rolling into position. drum into position. 


The gripper arms tilt to allow the 
brake drum to "float" into perfect 
alignment on the aide. 


Costs 
35% to 

70% 
less than 
comparable 
products. 



Built of steel 
and weighs 
less than 
45 lbs. 


Model Number 
EBI-A-1998 


hooks up and "floats" the drum into immediate position on the axle. 


3890 N.W. Gainesville Rd. 



Ocala, Florida 34475 


Brake Drum Doily 



The outboard-mounted brake 
drums now used on Class 7 
and 8 tractor and trailer brake 
systems can weigh up to 
120 lbs,, and it's tough to get 
a good grip on them when 
removing or installing. A costly 
back Injury and a workman's 
comp. claim can result' Now 
there's a better way. Just roll 
the No. 5017 drum dolly into 
position, flip the metal hook, 
and roll It away. Reinstalling 
drums Is just as easy. Roll the 
dolly Into place, line up the 
studs with the holes in the drum 
and push it into place. Handles 
ail popular 15" and I6V2" 
drums. A 5" height adjustment, 
telescoping handle (adjusts 
from 37* to 55"). ball bearing 
wheels, pneumatic tires and 
rugged steel construction are 
just a few of the features of this 
American-made product. 

No. 5017 - Brake drum dolly, 
Wt,52lbs. 





Patent Pending 



